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1. ETaniy BUKOHAHHS

Homep eTtamy: 1
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cymimen
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Bup, 3BiTHOTO ZOKyMeHTa: OCTaTOYHUH 3BiT

2. BukoHaBeupb
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4. JI>kepeJia Ta HanpsimMu piHaHCYBaHHA

IligcraBa aJj1s npoBeAeHHs PooiT: 34 - HOroBip (3aMOBJIEHHS) 3 LIEHTPAJIbHUM OPTaHOM BMKOHABYO] BIa1, aKaZieMi€io HayK

(roJ1I0BHMMU PO3MOPSIAHUKAMU OI0IKETHUX KOIITIB Ha TpoBeaeHHs HIIKP)
KIIKBK:

Hanpsm ¢inancyBaHHs:

J>kepesia piHaHCYBaHHS

5. HaykoBo-TexHi4YHa poooTa



Hasga po6oTH (YKp)

Po3po6ka METOAMKY Ta 00J1aiHAHHS AJIs AOCIIIKEHHS] BOTHETEXHIYHNX XapaKTePUCTUK MTAJIMBHUX CyMimen

Ha3zBa po6oTu (aHrJI)

Development of the methods and facility for determination of the fuels fire-technical characteristics.

Pedepar (yxp)

Po3po6sieHi METONVKY BU3HAYEHHS! HOPMAJbHOI MIBUAKOCTI Ta KOHLIEHTPALMHUX MEX PO3MOBCIOIKEHHS MOJyM's y CyMillax
MIPUPOJHOrO rasy 3 CUHTE3-Ta30M, 3aCHOBaHi Ha KJIACUYHUX METOMAX MajbHUKa byH3eHa, sIKi MoguQikoBaHi 1719 KOHTPOJIbOBAHOI
3MiHM CKJIaly ra3oBUX CyMimeid. Po3po6sieHi, CTBOpEHi Ta HajarojXeHi eKClleprMEeHTaJbHi CTEeHAM , SIKi [IPOTEeCTOBaHi Ha

NIPUPOIHOMY rasi.
Pedepar (aHrI)

The principles for determination of a normal speed of flame propagation in natural gas - synthesis-gas mixtures were created.
These principles are based on the classical methods such as Bunsen's burner, which were modified for controllable mixture
composition. Experimental facility were created, adjusted and tested with natural gas. times higher in comparison with
homogeneous combustible mixture.

Inpexc YIK: 665.6/.7, 536.46

Kopu TemarnuHux pyopux HTI: 61.51
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